
 

 

NYVIP2 Emissions 

Analyzer Setup  

 

 

 

 
Important: The enclosed installation steps must be 

performed in the order below to ensure that your NYVIP2 

analyzer system functions properly.  Failure to properly 

follow the instructions may result in analyzer down time. 
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Installation Steps 
 

The following installation steps must be performed in the order below to ensure that your 

NYVIP2 analyzer system functions properly.  Failure to properly follow the instructions may 

result in analyzer down time. 

 

 

Do not connect the AC power cord to the PC until instructed to do so 

 

 

During the initialization procedure of your NYVIP2 unit it is important that you inspect it for 

any damage that may have occurred during the shipping process.  If you find any damage please 

report it to Systech immediately at 1-866-OBD-TEST so it can be rectified. 

 

 

 

1. Clear/Prepare the area where you will be installing the analyzer 

2. Remove all analyzer components from their packaging.  In the Customer Information Packet 

included with the analyzer, you will find the Serial Number label (picture below on left). Remove 

the adhesive backing and attach the Serial Number label to the PC as shown below (picture on 

right). Make a note of the analyzer serial number, you will need it in Step 55. 

 

Make sure that the serial number label does not cover the Dell service tag label pictured below. 

 

 

3. Place the computer in the desired location in your facility 

4. Connect the monitor to the computer using the video cable per the included connection diagram 

(also see appendix A) 
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5. Connect the monitorôs AC power cord to the monitor and the AC power strip 

6. Plug in all components (except the PC power cord) per the included connection diagram (also see 

appendix A) 

7. Verify that the phone line and/or network cable is correctly plugged into the PC and the 

connection in your facility.  

8. Connect the AC power cord to the PC and the AC power strip 

9. Turn the power switch on the AC power strip to the on position ï the PC will start automatically 

10. After the Startup screen is displayed, program the Xenon barcode scanner by scanning the barcode 

below. 

 
 

 

11.                       Wait at the Startup screen until the ñRestart your computerò dialog box appears (see 

below): 

 

12. Click on ñRestart Nowò ï the computer will reboot 

13. Once the Startup screen re-appears, click on the Startup button at the bottom of the screen or press 

the enter key 
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14. You may receive a ñVID Communication Errorò message on the first startup 

 

15. Click on ñOKò in the VID Communication Errorò message if received 

 

For Dial-up phone or dial-up internet connection, go to step 16. 

For wired broadband (internet) connection, go to step 26.   

For wireless broadband (internet) connection, go to step 38. 

 

16. The ñNetwork Configurationò screen will appear (Dial-up Instructions steps 16 ï 25) 

 

17. Click on 1:Enable Dialup or press the number 1 on the keyboard 
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18. The ñPrefix Requiredò dialog box will appear 

 

19. If your phone system requires a 9 or any other prefix to dial out click on ñYesò if not click on 

ñNoò and go to step 21. 

20. If you clicked on ñYesò above, enter the required prefix (up to 5 characters) and click on ñSaveò 

Note: if your phone system requires a 9 or other character to get an outside line enter that 

character followed by a , (comma).  For example enter: 9, 

 

21. The ñPrepare Dialupò dialog box will appear 

 

22. Click on ñOKò 
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23. After a few minutes you should receive a ñDialupò is successful message 

 

 

24.                       Only click on ñOKò if you get the Dialup is successful message above. 

 

 

Note: If you get the message below instead of the Dialup is successful message above, 

Call 866-OBD TEST for assistance.  Do not proceed with the setup or you may render 

your analyzer unusable. 

 

25. Go to step 54 only if you received the Dialup is successful message in step 23. 

26. The ñNetwork Configurationò screen will appear (Wired Broadband Instructions steps 26 ï 37) 

 

27. Click on 3: Enable Broadband (DSL, Cable, T1, etc.) or press the number 3 key 
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28. The Broadband connection type selections will appear 

 

29. Click on 4:Wired or press the number 4 key 

30. The IP Address Configuration screen will appear 

 

 

To initialize you must use DHCP, you will be able to switch to a Static IP address 

after the software update at the end of the procedure.  If you are not sure if you need 

to use DHCP or Static IP address contact the System Administrator in charge of your 

network before proceeding. 

 

31. If you do not need to use a static IP address then click on 6: DHCP (Standard) or press the 6 key.  

Go to step 35 

32. If you must use a static IP address then click on 7:Static (Advanced) or press the 7 key 

33. The IP/DNS server address entry screen will appear. 
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34. Enter the address for each of the following into the appropriate text box and then click on the 

ñSave Network Settingsò button 

o IP address 

o Default Gateway 

o Preferred DNS server 

o Alternate DNS server 

35. After a several seconds you should receive a ñConnection is Successfulò message 

 

 

36.                        Only click on ñOKò if you get the ñConnection is successfulò message above. 

 

Note: If you get the message below instead of the Connection is successful message above, 

Call 866-OBD TEST for assistance.  Do not proceed with the setup or you may render 

your analyzer unusable. 
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37.  Go to step 54 only if you received the ñConnection is successfulò message in step 35. 

38. The Network Configuration Screen will appear (Wireless Broadband Instructions Steps 38 ï 53) 

 

39. Click on 3: Enable Broadband (DSL, Cable, T1, etc.) or press the number 3 key 

40. The Broadband connection type selection will appear 

 

41. Click on 5: Wireless or press the number 5 key 

42. The Wireless Network Settings Screen will appear 
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43. Select your wireless SSID from the list in the box on the right by clicking on it, the SSID will 

appear in the Wireless SSID text box.  (If your SSID is not in the list click on the ñRefresh 

Wireless Networksò button). 

44. If your wireless network does not require a security password go to step 46 

45. If you wireless network requires a security password enter it into the ñWireless Passwordò text 

box (see image above) 

46. Click on the ñSave Settingsò button 

47. The IP Address Configuration screen appears 

 

To initialize you must use DHCP, you will be able to switch to a Static IP address 

after the software update at the end of the procedure.  If you are not sure if you need 

to use DHCP or Static IP address contact the System Administrator in charge of your 

network before proceeding. 

 

48. If you do not need to use a static IP address wait for a couple of minutes to allow the wireless 

adapter driver installation to complete then click on 6: DHCP (Standard) or press the 6 key.  Go to 

step 52 

49. If you must use a static IP address then click on 7:Static (Advanced) or press the 7 key 
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50. The IP/DNS server address entry screen will appear. 

 

51. Enter the each of the following into the appropriate text box and then click on the ñSave Network 

Settingsò button 

o IP address 

o Default Gateway 

o Preferred DNS server 

o Alternate DNS server 

52. After a several seconds you should receive a ñConnection is Successfulò message 

 

 

53.                   Only click on ñOKò only if you get the ñConnection is successfulò message above. 

 

 

Note: If you get the message below instead of the Connection is successful 

message above, Call 866-OBD TEST for assistance.  Do not proceed with the setup 

or you may render your analyzer unusable. 
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54. The ñInitializationò screen will appear 

 

55. Enter the 10 digit analyzer serial number that is on a sticker that was shipped with the analyzer 

56. Press the ñEnter keyò or click on the ñInitializeò button 

57. The initialization process will begin.  If using Dialup the process may take up to an hour, please be 

patient 

58. Initialization Status screen will appear 

 

59. Verify that all of the station information is correct 

60. If the station information is correct, click ñCloseò.  Go to step 63 

61. If the initialization failed, click ñRe-Initializeò (do not click on ñCloseò) and repeat the steps 

starting with step 54 
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62. If initialization was successful, but the station information displayed is incorrect:  

o Double check the 10 digit analyzer serial number that was entered:   

Á If the 10 digit analyzer serial number was entered incorrectly, select ñRe-Initializeò 

(do not click on ñCloseò) to start the initialization process over (step 54) with the 

correct 10 digit analyzer serial number. 

Á If the 10 digit analyzer serial number was entered correctly, please contact Systech 

at 866-OBD TEST 

63. After ñCloseò is selected and the VID communication completes the ñMain Menuò will appear 

 

64. Click on the ñUtilitiesò button or press the 2 key 

65. The Utilities menu will appear 

 

66. Click on the ñConfigurationò button or press the 3 key 

67. The Configuration menu will appear 
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68. Click on the ñPrinter Selectionò button or press the 3 key 

69. The printer selection screen will appear 

 

70. Click on ñOKI B4400ò in both the top section and the bottom section of the screen to highlight 

them 

71. Click on the ñSaveò button at the bottom of the screen 

72. The analyzer will return to the Configuration screen 

 

73. Click on the ñMain Menuò button at the bottom of the screen to return to the main menu 


